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(b) Filing inspection reports. Within 30 
days of completing the 1472 service day 
inspection, the steam locomotive 
owner and/or operator shall, for each 
steam locomotive inspected, file in the 
place where the steam locomotive is 
maintained and with the FRA Regional 
Administrator for that region a report 
of inspection (FRA Form No. 3), and a 
completed FRA Form No.4. See appen-
dix C of this part. 

RECORDKEEPING REQUIREMENTS 

§ 230.18 Service days. 
(a) Service day record. For every 

steam locomotive currently in service, 
the steam locomotive owner and/or op-
erator shall have available, and be able 
to show an FRA inspector upon re-
quest, a current copy of the service day 
record that contains the number of 
service days the steam locomotive has 
accrued since the last 31, 92, Annual 
and 1472 service day inspections. 

(b) Service day report. By the 31st of 
every January, every steam locomotive 
owner and/or operator shall file a serv-
ice day report, FRA Form No. 5, with 
the Regional Administrator accounting 
for the days the steam locomotive was 
in service from January 1 through De-
cember 31st of the preceding year. If 
the steam locomotive was in service 
zero (0) days during that period, a re-
port must still be filed to prevent the 
steam locomotive from being consid-
ered retired by FRA. (See appendix B of 
this part.) 

(c) Retirement where no service day re-
ports filed. Where the steam locomotive 
owner and/or operator does not file the 
required service day report for a steam 
locomotive, that steam locomotive 
may be considered retired by FRA. The 
steam locomotive owner and/or oper-
ator must complete all 1472 service day 
inspection items to return a retired 
steam locomotive to service. 

§ 230.19 Posting of FRA Form No. 1 
and FRA Form No. 3. 

(a) FRA Form No. 1. The steam loco-
motive owner and/or operator shall 
place a copy of the 31 and 92 service 
day inspection report (FRA Form No. 
1), properly filled out, under trans-
parent cover in a conspicuous place in 
the cab of the steam locomotive before 

the inspected boiler is put into service. 
This FRA Form No. 1 will not be re-
quired for the first 31 service days fol-
lowing an annual inspection and the 
posting of an FRA Form No. 3. (See ap-
pendix B of this part.) 

(b) FRA Form No. 3. In addition to the 
FRA Form No. 1, the steam locomotive 
owner and/or operator shall also main-
tain in the cab a current copy of FRA 
Form No. 3 in the manner described in 
paragraph (a) of this section. (See ap-
pendix C of this part.) 

§ 230.20 Alteration and repair report 
for steam locomotive boilers. 

(a) Alterations. When an alteration is 
made to a steam locomotive boiler, the 
steam locomotive owner and/or oper-
ator shall file an alteration report 
(FRA Form No. 19), detailing the 
changes to the locomotive with the 
FRA Regional Administrator within 30 
days from the date the work was com-
pleted. This form shall be attached to, 
and maintained with, the FRA Form 
No. 4 until such time as a new FRA 
Form No. 4 reflecting the alteration is 
submitted to the Regional Adminis-
trator. Alteration reports shall be filed 
and maintained for the life of the boil-
er. (See appendix B of this part.) 

(b) Welded and riveted repairs to 
unstayed portions of the boiler. Whenever 
welded or riveted repairs are performed 
on unstayed portions of a steam loco-
motive boiler, the steam locomotive 
owner and/or operator shall file with 
the FRA Regional Administrator, with-
in 30 days from the time the work was 
completed, a repair report, FRA Form 
No. 19, that details the work done to 
the steam locomotive. Repair reports 
shall be filed and maintained for the 
life of the boiler. (See appendix B of 
this part.) 

(c) Welded and riveted repairs to stayed 
portions of the boiler. Whenever welded 
or riveted repairs are performed on 
stayed portions of a steam locomotive 
boiler, the steam locomotive owner 
and/or operator shall complete a repair 
report (FRA Form No. 19), detailing 
the work done. Repair reports shall be 
maintained for the life of the boiler. 
(See appendix C of this part.) 
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